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CS3  
Professional Discussion System 
 
 
 
 
 
 
 
 
 
 
 

 
Wherever a discussion needs to be controlled  
 
The CS3 combines easiness in setup and use with professional AKG audio quality. The modern and elegant 
design fits into any meeting room. Reliability and ruggedness are two of the main features of the system. The 
system is modular with different gooseneck options. The Base Unit connects to all relevant devices like PA, 
recording, external audio sources and camera control systems. Different working modes enable free or 
controlled speech, as needed. 
 
 
 

Versatile for all small to mid size meetings 

Plug and Play 

Easy Setup even for non trained people 

Intuitive User Interface 

Concentrate on the real things 

Modular 

Easy expandable and adaptable 
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KEY SPECIFICATIONS 
 
 

 
 
Item Numbers and Included Accessories 
 

 
 

CS3BU
Power Supply  SMPS 100‐240V (50Hz / 60Hz) 3A
Static Consumption  13W
Nominal Power Consumption  320W
Output Power  ≤90W / 24V each way
Mode  Balanced / Unbalanced
Frequency Response  50Hz ~ 20kHz
S/N  >80dB
Harmonic Distortion  <0.5%
Harmonic Distortion at Overload  <1%
Crosstalk Attenuation (1kHz)  >50dB
Dimension  482L x 281W x 88.4H (mm)
Weight About  5.2kg
Operating Temperature  0°C to 40 °C at 95% relative humidity (noncondensing)

CS3CU/DU
Power Supply  DC24V Supplied by the Base Unit
Power Consumption  3W
Loudspeaker Power  2W
SNR >80dB
Frequency Response  50Hz ~ 20kHz
Intercommunication  DIN 8‐pole
Headphone Output  9dBu, 8‐32ohm, 3.5mm
Crosstalk Attenuation  >80dB
Harmonic Distortion  <0.1%
Dimension  170L x 143W x 63H (mm)
Weight About  1kg
Operating Temperature  0°C to 40 °C at 95% relative humidity (noncondensing)

SKU Product Description Included Accessory
3361H00010 CS3 BU Base Unit Manual, Powercords EU, US, UK, China
3361H00210 CS3 DU 30 Delegate Unit with 30cm GN Cable, Microphone, Windscreen
3361H00220 CS3 CU 30 Chairman Unit with 30cm GN Cable, Microphone, Windscreen
3361H00230 CS3 DU 50 Delegate Unit with 50cm GN Cable, Microphone, Windscreen
3361H00240 CS3 CU 50 Chairman Unit with 50cm GN Cable, Microphone, Windscreen
3361H00180 CS321 30cm Gooseneck for CS3 cardioid Windscreen
3361H00190 CS521 50cm Gooseneck for CS3 cardioid Windscreen
3361H00080 CS3EC002 CS3 2 meter cable
3361H00090 CS3EC005 CS3 5 meter cable
3361H00100 CS3EC010 CS3 10 meter cable
3361H00110 CS3EC020 CS3 20 meter cable
3361H00120 CS3EC050 CS3 50 meter cable
3361H00130 CS3EC100 CS3 100 meter cable
3361H00140 CS3ECT002 CS3 2 meter cable with T connector
3361H00150 CS3ECT005 CS3 5 meter cable with T connector
3361H00160 CS3TC CS3 T connector
3361H00170 CS3LC CS3 connector


